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Latitude & Longitude, or UTM Grid
Coordinates
SIC (Standard Industrial Classification)
Emission point, device or operation
description information
SCC (Source Classification Codes)
Emission Parameters: The following data
fields are needed to establish the
characteristics of the emissions. This
information is needed for the analyses of
dispersion and potential control equipment.
Emission type
(e.g., nature of emissions such as CO2).
particulate or a specific toxic
compound, and origin of emissions
such as process vents, storage tanks or
equipment leaks)
Emission rate
(e.g., the amount released to the
atmosphere over time such as kglyr or
Ibs/yr)
Release height
(e.g., height above ground level where the
pollutant is emitted to the atmosphere)
Description of terrain and surrounding
structures
(e.g., the size of the area associated with
adjacent structures in square meters and
terrain descriptions such as
mountainous. urban, or rural)
Stack or vent diameter at point of emissions
(e.g., the inside diameter of vent at the
point of emission to the atmosphere in
meters)
Release velocity
(e.g., velocity ofrelease in m1sec)
Release temperature
(e.g., temperature of release at point of
release in degrees Kelvin)
Frequency of release
(e.g., how often a release occurs in events
per year)
Duration of release
(e.g., the time associated with a release to
the atmosphere)
Concentration
(e.g., the amount of an emission stream
constituent relative to other stream
constituents expressed as parts per
million (ppm), volume percent. or
weight percent)
Density of the emissions stream or average
molecular weight
(e.g., density expressed as fraction or
multiple of the density of air: molecular
weight in gig-mole)
Boiler or process design capacity
(e.g.• the gross heating value of fuel input
to a boiler at its maximum design rate)
Emission estimation method
(e.g., the method by which an emission
estimate has been calculated such as
material balance, source test, use of AP42 emission factors, etc.)
Percent space heat

(e.g., the percent of fuel used for space
heating)
Hourly maximum design rate
(e.g., the greatest operating rate that would
be expected for a source in a l-hour
period)
The EPA has determined that these data
are emission data and releasable upon
request. This determination applies to data
currently held by EPA as well as to
information submitted to EPA in the future.
Future requests for information under
sections 110 and 114 of the CM will
indicate that these emission data will not be
held confidential. This determination applies
only to the data listed in the table.
Determinations will continue to be made on
a case-by-case basis for data not specified in
this generic determination.
After consideration of comments on this
policy, a revised policy/determination may
be published.
Dated: February 8, 1991.
Michael Shapiro.
Acting Assistant Administrator for Air and
Radiation.
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